





Two extension stages of Vento: the right computer for all requirements

Vento-S is equipped with 12 relays per
house, i.e. a maximum twelve of the listed
functions are available.

Important functions

v individual switching of two stepless
fan groups;

v cycle ventilation for minimum
ventilation rates;

v cycle times can be calculated auto-

matically because minimum ventilation

rates are provided in m3/h and animal,

humidity control with/without heat;

control of different heating systems,

on/off or continuously for hot-water

heating systems;

control of the cooling system;

registration of the water consumption

as measured by the water meter;

«/ water alarm in case of over- or
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Vento-L is equipped with 22 relays per
house, i.e. a maximum 22 of the listed
functions are available.

undersupply as compared to the
previous day;

+ control of up to six timers for light/
feeding;

v production curves for the temperature
and for minimum ventilation;

v individual pressure control with fresh

air;

trend curves;

log file for alarm and operation.
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Temperature-controlled
emergency opening 378 T

The optional temperature-controlled
emergency opening system 378 T helps to
ensure survival of the livestock in case of
power failures or technical breakdowns.
The system comprises a 24 V DC power
supply unit with built-in maintenance-free
battery and charger and a separate
temperature probe.

The temperature at which the emergency
opening function is to be activated can be
adjusted at the 378 T. This means that in
the case of an emergency, the air inlets
and outlets will be controlled based on
the temperature. The emergency function

itself is part of the Vento.
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Note: Relay-controlled actuators always
occupy two relays.

Overview of functions

Fresh air: 4 fresh air inlets
Exhaust air: 2 stepless exhaust air groups
8 on/off exhaust air groups
2 recirculating air groups
Heating: 2 x analogue or relay-controlled
Cooling: 1 x cooling
Emergency temperature-controlled
opening: emergency openings 378 M/
378T
Emergency air relay
Sensaors: 4 inside temperature sensors
1 outside temperature sensor
1 humidity sensor
1 pressure sensor
Timer: up to 6 timers
Water: 1 water meter
Feed: 1 feed counter

Uninterruptible power supply
(UPS)

We recommend using an uninterruptible
power supply in regions where power
failures may occur with some regularity.
This optional UPS ensures that power is
supplied to the Vento even in case of a
blackout so that no data is lost.
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